Turning Restrictions — Feature 312

FEATURE 312
TURNING RESTRICTIONS

Roadway Side  Allows Tie LRS Package Secured

C/R/L

Feature Type Interlocking

REGIST NV A I District Traffic Operations Office is responsible for collecting and maintaining
Data Collection this information for all designated roadways Active on the SHS.

DTETMAPP | DATE TURNING MOVEMENT APPROVED
Who/What uses this Offset Offset
HPMS MIRE | Information Required For Direction Distance
N/A Planning, HPMS, MPOs, All roadways. N/A N/A
Performance Management,
and Safety Office

How to Gather this Data: The actual date that the turning restriction was approved by the Secretary is entered
in the value field.

Value for Date Turning Movement Approved: MM/DD/YYYY—Date format

DTETMIMP | DATE TURNING MOVEMENT IMPLEMENTED

Who/What uses this Offset Offset
HPMS MIRE | Information Required For Direction Distance
N/A Planning, HPMS, MPOs, All roadways. N/A N/A

Performance Management,

and Safety Office

How to Gather this Data: The actual date that the turning restriction was implemented is entered in the value
field.

Value for Date Turning Movement Implemented: MM/DD/YYYY—Date format

LMTRSTRC | LIMITED TURN RESTRICTION TIME

Who/What uses this Offset Offset
HPMS MIRE | Information Required For Direction Distance
N/A Planning, HPMS, MPOs, All roadways. N/A N/A

Performance Management,

and Safety Office

How to Gather this Data: The actual time that the turn restriction is in effect is entered in the value field.
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Value for Limited Turn Restriction Time: 8 Bytes: XXXXXXXX—The time format entered shall be military
time (e.g., 7:00 a.m. to 9:00 a.m. = 07000900)

TURNMOVE | TURNING MOVEMENT RESTRICTION

Who/What uses this Offset Offset

HPMS MIRE | Information Required For Direction Distance
N/A Planning, HPMS, MPOs, All roadways. N/A N/A
Performance Management,
and Safety Office

How to Gather this Data: Enter the appropriate turning restriction code in the value field.

A/STA. (LEFT SIDE OF ROADWAY)
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W/STA. (RIGHT SIDE OF ROADWAY)

AJ/STA. = Against Stationing WISTA. = With Stationing
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Descriptions Stationing
01 No right off roadway With Stationing
02 No left off roadway With Stationing
03 No right onto roadway With Stationing
04 No left onto roadway Against Stationing
05 No right off roadway Against Stationing
06 No left off roadway Against Stationing
07 No right onto roadway Against Stationing
08 No left onto roadway With Stationing
09 No U-turn With Stationing
10 No U-turn Against Stationing
11 No turns With Stationing
12 No turns Against Stationing
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